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FCC Statement 

THIS DEVICE COMPLIES WITH PART 15 FCC RULES. OPERATION IS 
SUBJECT TO THE FOLLOWING TWO CONDITIONS: 
(1) THIS DEVICE MAY NOT CAUSE HARMFUL INTERFERENCE. 

(2) THIS DEVICE MUST ACCEPT ANY INTERFERENCE RECEIVED INCLUDING 
INTERFERENCE THAT MAY CAUSE UNDESIRED OPERATION. 
THIS EQUIPMENT HAS BEEN TESTED AND FOUND TO COMPLY WITH THE LIMITS 
FOR A CLASS "A" DIGITAL DEVICE, PURSUANT TO PART 15 OF THE FCC RULES. 
THESE LIMITS ARE DESIGNED TO PROVIDE REASONABLE PROTECTION AGAINST 
HARMFUL INTERFERENCE WHEN THE EQUIPMENT IS OPERATED IN A 
COMMERCIAL ENVIRONMENT. THIS EQUIPMENT GENERATES, USES, AND CAN 
RADIATE RADIO FREQUENCY ENERGY AND, IF NOT INSTATLLED AND USED IN 
ACCORDANCE WITH THE INSTRUCTION MANUAL, MAY CAUSE HARMFUL 
INTERFERENCE TO RADIO COMMUNICATIONS. 
OPERATION OF THIS EQUIPMENT IN A RESIDENTIAL AREA IS LIKELY TO CAUSE 
HARMFUL INTERFERENCE IN WHICH CASE THE USER WILL BE REQUIRED TO 
CORRECT THE INTERFERENCE AT HIS OWN EXPENSE. 
 
Avalue Customer Services 
We want you to get the maximum performance from your products. So if you run into 
technical difficulties, we are here to help. For the most frequently asked questions, you can 
easily find answers in your product documentation; please consult the user’s manual first. 
To receive the latest version of the user’s manual; please visit our Web site at: 
http://www.avalue.com.tw 
 

Headquarters  
Avalue Technology Inc. 
7F, 228, Lian-cheng Road, 
Chung Ho City, Taipei, 
Taiwan 
Tel : +886-2-8226-2345   
Fax : +886-2-8226-2777 
http://www.avalue.com.tw   
E-mail: service@avalue.com.tw 

Europe Branch Office  
Avalue Europe A/S 
Moelledalen 22C, 3140 Aalsgaarde, 
Denmark 
Tel : +45-7025-0310   
 
http://www.avalue.com.tw  
E-mail: service.europe@avalue.com.tw 

China Branch Office  
Avalue Technology Shanghai Inc. 
Suite A, South 5F, No.829, Yisan Road, 
Caohejing Hi-tech Park, Shanghai 200233, 
China 
Tel : +86-21-5426-3399   
Fax : +86-21-6495-0370 
http://www.avalue.com.tw  
E-mail: service.china@avalue.com.tw 

US Branch Office 
Avalue Technology Inc. 
200 Tornillo Way, Suite 210,  
Tinton Falls, NJ 07712  
Tel: +1-732-578-0200 
Fax: +1-732-578-0250 
http://www.avalue.com.tw 
E-mail: support@avalue-usa.com 
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1. Getting Started 
 
1.1 Safety Precautions 
Warning! 

 

Always completely disconnect the power cord from your 
chassis whenever you work with the hardware. Do not 
make connections while the power is on. Sensitive 
electronic components can be damaged by sudden power 
surges. Only experienced electronics personnel should 
open the PC chassis. 

Caution! 

 

Always ground yourself to remove any static charge before 
touching the CPU card. Modern electronic devices are very 
sensitive to static electric charges. As a safety precaution, 
use a grounding wrist strap at all times. Place all electronic 
components in a static-dissipative surface or static-shielded 
bag when they are not in the chassis. 

1.2 Packing List 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 1 x EES-3711 VIA Eden V4 Micro PC (with ECM-3711-E10 inside) or  
1 x EES-910 Intel Celeron M Micro PC (with ECM-910 inside)  

 1 x Quick Reference Guide 
 1 x DVD-ROM contains the followings: 

— User’s Manual (this manual in PDF file) 
— Ethernet driver and utilities 
— VGA drivers and utilities 
— Audio drivers and utilities 

 Other major components include the followings: 
— 1 x IDE cable (44pins, pitch 2.0mm) 
— 1 x PS/2 keyboard and mouse Y cable (6-pin, Mini-DIN) 

  (EES-3711 Only) 
— 1 x AC to DC adapter 
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1.3 System Specifications 
 

Model EES-3711 

CPU Onboard VIA Eden V4 1 GHz 

BIOS Award 4Mbit Flash BIOS 

System Chipset VIA CN700/VT8251 

I/O Chipset VIA VT1211 

System Memory One 200-pin SODIMM supports up to 1 GB DDR2 400/533 SDRAM 

SSD One CompactFlash Type I/II socket with ejector 

Watchdog Timer Reset: 1 sec.~255 min. and 1 sec. or 1 min./step 

Display VIA ProSavage CN700 integrated 2D/3D graphics engine 

Audio VIA VT1616 supports 5.1 CH Audio 

Ethernet Dual Realtek RTL8111B 1000Base-T Fast Ethernet controllers 

System Indicators Power 

HDD 1x 2.5” HDD 

COM Port 1 x RS-232, 1 x RS232/422/485, Setting by BIOS 

Ethernet Port 2 x RJ-45 

VGA / LCD Port 1 x DB-15 

Audio Port Mic-in, Line-in, Line-out 

USB Port 3 x USB 2.0 

SATA Port 1 x eSATA 

Mouse & KB 1 x PS/2 mini DIN 

Power Input 100 ~ 240 Vac / 50 ~ 60 Hz 

Power Output +5 Vdc / 8 A (40W) 

Power Requirement +5V@4.36A (with VIA Eden V4 1GHz&1GB DDR2 533 SDRAM) 

Operating Temperature 0~40°C (32~104°F) 

Storage Temperature -20 to +75°C (-4~167°F) 

Relative Humidity 5 to 90% @ 40°C (104°F), relative humidity, non-condensing 

Dimension (W x D x H) 7.0" x 4.4" x 2.0" (178 x 112 x 50 mm) 

Weight 2.65 lbs (1.2 Kgs) 

Mounting  Desktop 
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Model EES-910 

CPU Onboard Intel CeleronM 600 MHz CPU 

BIOS Award 4Mbit Flash BIOS 

System Chipset Intel 910GMLE/ICH6-M 

I/O Chipset W83627HG 

System Memory One 200-pin SODIMM supports up to 1 GB DDR2 400 SDRAM 

SSD One CompactFlash Type I/II socket with ejector 

Watchdog Timer Reset: 1 sec.~255 min. and 1 sec. or 1 min./step 

Display Intel 910GMLE GMCH integrated Extreme Graphics controller 

Audio Realtek ALC883 supports 5.1 CH Audio 

Ethernet Dual Atheros AR8121 Gigabit Ethernet, supports Wake on LAN 

System Indicators Power 

HDD 1x 2.5” HDD 

COM Port 1 x RS-232, 1 x RS232/422/485, Setting by BIOS 

Ethernet Port 2 x RJ-45 

VGA / LCD Port 1 x DB-15 

Audio Port Mic-in, Line-in, Line-out 

USB Port 4 x USB 2.0 

SATA Port 1 x eSATA 

Mouse & KB Opitional 

Power Input 100 ~ 240 Vac / 50 ~ 60 Hz 

Power Output +12 Vdc/5A (60W) 

Power Requirement +12V@1.57A (with Intel Celeron M 600 MHz&1GB DDR2 400 SDRAM), 

+5Vsb(for ATX only)  

Operating Temperature 0~40°C (32~104°F) 

Storage Temperature -20 to +75°C (-4~167°F) 

Relative Humidity 5 to 90% @ 40°C (104°F), relative humidity, non-condensing 

Dimension (W x D x H) 7.0" x 4.4" x 2.0" (178 x 112 x 50 mm) 

Weight 2.65 lbs (1.2 Kgs) 

Mounting  Desktop 
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1.4 System Overview 
1.4.1 Front & Rear View 
 

Front View 

 
 

EES-3711 

 
EES-910 
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Connectors   
Label Function Note 
COM Serial port connector  
Compact Flash CompactFlash card connector Type I/II x 1  

DC-IN DC power-in connector  

KB/MS PS/2 keyboard & mouse connector 
(Optional in EES-910) 

6-pin mini DIN 

LAN1 RJ-45 Ethernet 1  

LAN2 RJ-45 Ethernet 2  

LINE IN Line-in audio jack  

LINE OUT Line-out audio jack  

LPT Printer port DB-25 female connector 

MIC IN Mic-in audio jack   

Power System power switch  

Reset Reset button  

USB USB connector (4 USB in EES-910)  

SATA SATA connector  

VGA VGA connector D-sub 15-pin, female 
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1.5 System Dimensions 
1.5.1 Top /Front& Rear 

  

(Unit:mm) 
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2. Hardware 
Configuration 

 

2.1 Jumper and Connector Setting, Driver and BIOS 
Installing 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
Please refer to ECM-3711 or ECM-910 Quick Installation Guide or User’s 
Manual for advanced information. 
 
 
 
 

Note: If you need more information, please visit our website: 

http://www.avalue.com.tw 
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2.2 Assemblage Drawing 
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2.3 Installing Procedure 
 

 Unplug the power adapter from EES-3711. 
 Make sure all external cables are unattached. 
 Unscrew the front panel. 
 Disassemble the bottom cover for memory installation. 
 Disassemble the top cover for HDD installation. 

 
2.3.1 Installing DRAM (EES-3711 only) 

 
Step 1. Unfasten the screw of the bottom and remove the cover. 

 
Step 2. Press the SODIMM module right down into the socket, so that you’ll hear a click 

and the two handles of the memory module are automatically locked in the correct 
position. (Behind the printer cable as above.) To uninstall the memory module, just 
push both handles outward and the memory module will be ejected by the 
mechanism in the socket. 
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2.3.2 Installing Hard Disk Drive 
Please refer to the diagram as following: 
1. Remove the 4 screws (Screw 4-1/4-2/4-3/4-4) for disassembly the top cover. 
2. Fix 2.5” HDD with 3 screws (Screw 3-1/3-2/3-3). 
 

 
 

Screw 4-1 

Screw 4-2 

Screw 4-3 

Screw 4-4 

2.5” HDD 

Screw 3-1 

Screw 3-2 
Screw 3-3 


