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1. Getting started 
 
1.1 Safety Precautions 
Warning! 

 

Always completely disconnect the power cord from your 
chassis whenever you work with the hardware. Do not 
make connections while the power is on. Sensitive 
electronic components can be damaged by sudden power 
surges. Only experienced electronics personnel should 
open the PC chassis. 

Caution! 

 

Always ground yourself to remove any static charge before 
touching the CPU card. Modern electronic devices are very 
sensitive to static electric charges. As a safety precaution, 
use a grounding wrist strap at all times. Place all electronic 
components in a static-dissipative surface or static-shielded 
bag when they are not in the chassis. 

1.2 Packing List 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 1 x Multi-functional Touch Panel Computer  
 1 x Quick Reference Guide 
 1 x CD/DVD-ROM contains the followings: 

— User’s Manual (this manual in PDF file) 
— Ethernet driver and utilities 
— VGA drivers and utilities 
— Audio drivers and utilities 
— Touch drivers and utilities 
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1.3 System Overview 
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1.4 System Specifications 
 
Computing Platform    

CPU Onboard Intel® Atom™ N270 1.6GHz 

Northbridge Intel® 945GSE Graphic Memory Controller Hub (GMCH) 

Southbridge Intel® FW82801GBM I/O Controller Hub 7 (ICH7) 

I/O Chip Winbond W83627HG-AW 

System Memory 1 x 200-pin DIMM supports up to 2GB DDR2 

Audio Realtek ALC888 supports 5.1CH Audio 

Watchdog Timer Can generate system reset from 1 sec. To 255 min. and 1 sec. or 1 min./step. 

LAN Intel® 82574L Gigabit Ethernet 

Expansion 1 x mini-PCIe slot 

Display Screen    
Type 15” XGA TFT (1024 x 768 resolution) 

Color Depth 24 bit 

Brightness 450-nit minimum brightness 

Contrast Ratio 700 

Touch Screen Resistive 

Touch Controller Internal USB 

Peripherals and Device Interface    
Headphone Socket 1 x 3.5mm jack 

Phone Handset 2 x RJ11 sockets 

Smart Card Reader Integrated module 

User Controls Membrane keypad integrated on front panel 

USB Ports 4 x USB 2.0 ports for external peripherals 

Visual Call Indication Call indication visible front and rear 

Reset Switch Internal push button in connector recess 

Power Switch Internal push button in connector recess 

Display Inverter Power enable and separate brightness control 
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Audio Sub System    
Amplifier 0.3 @ RMS headphone output per channel (minimum) 

Software headphone mute 

Software handset mute 

Independent control of all audio channels via internal mixer 

Buzzer Incoming telephone call indication 

Peripherals Devices    
Hard Drive 1 x 2.5-inch SATA HDD 

Power Supply Unit Power input: AC 90-264V 

Power output: DC 19V 4.71A 

Mechanical Specifications   
Mounting VESA 75mm x 75mm mounting hole pattern 

IP Rating IP65 compliance for front face seal 

Dimensions 439.3 mm x 353.9 mm x 70.25 mm (Handset included) 

Weight 5 kgs / 11 lbs 

Cooling Fanless design, rear heatsink with wipe clean design 

* All specifications are subject to change without notifications. 
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1.5 System Dimensions 
1.5.1 Front Side 
 

 

Unit: mm 
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1.5.2 Rear Side 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note: If you need more detail information, please visit our website: 
www.avalue.com.tw 

 
 

Unit: mm 


