=y Evalue

Technology Inc.,

ECB-641
Reliability Prediction Report
(MTBF)

MTBF Number EMTBF-641001
Release Date 03/20/2003

Issue Stamp QA Manager QE Manager

Test Engineer



Reliability Prediction(MTBF)

. Model Name ECB-641

Description Elitel33MHz Half Size CPU card with LCD interface, 64MB
onboard memory & 10/100 base-Tx Ethernet

Predication Date  3/20/2003

Predication Site Evalue Technology AE Dept.

Predicted by Kerwin Chang

Equipment RelCalc for Windows 5.0-BELL6

. Simulation Environment

Temperature 25

Standard Bellcore
Prediction Result

Faillure Rate 17743.7504 fits

MTBF 56357.8712 hrs



=] Evalue

Technology Inc.

Evalue Reliability Prediction Report

5F~7, No.130, Chien Kang Rd,,

Chung-Ho City, Taipei, Taiwan , ROC
Tel: 886-2-2228-6111 Fax:886-2-2228-6228

Date 2003/3/20 File Name 641.cir
Temperature 25 Time PM3 40
Assembly Name | Part Number Model Method Environment Mission Time | Qty | Failure Rate MTBF
ECB-641 9697641000 Bellcore Method 1 Case 3 GF,GU-Ground Fixed 8760hrs 1 17743.7504 | 56357.8712
(Fits) (Hrs)




Full List Report

RelCalc for Windows, Version 5.0-BELL6 (Release 2000.1)

Company: Your Company Name Here

DOC: 641.CIR  RECORDS: 120

DESCRIPTION: Circuit Description

ENV: GB TEMP: 25.00 C CF: 1.00000 MODEL: Serial
FR= 17743.7504 FITs MTBF= 56357.8712 hrs. Parts= 618

MissionTime= 8760.0000 hrs. MissionMTBF= 56355.9145 hrs. MissionR= 0.856038 BasicR= 0.856043

BELLCORE CALCULATION METHOD: LimitedStress - Method I, Case 3 PIFY=4_.5
PartNumber PartType Qty RefDes
1452303700 1C,Logic 1
IC IR IRU3037

TFR=110.4026 [ 0.62% ] FR=110.4026 CF= 1.00000 T= 50.00C PIFY=2.8

MissionR= 0.999033 BasicR= 0.999033

CMOS Gates:5000 QuLev:1 Hermetic Trise:25.00
1452731300 1C,Logic 1

IC IR IRF7313

TFR=110.4026 [ 0.62% ] FR=110.4026 CF= 1.00000 T= 50.00C PIFY=2.8

MissionR= 0.999033 BasicR= 0.999033

CMOS Gates:5000 QuLev:1 Hermetic Trise:25.00
1453128420 1C,Logic 1

CMD PACS-1284-04Q

TFR= 96.0962 [ 0.54% ] FR= 96.0962 CF= 1.00000 T= 50.00C PIFY=2_4

MissionR= 0.999159 BasicR= 0.999159

CMOS Gates:1260 QuLev:1 Hermetic Trise:25.00
1454013300 1C,Logic 1

IC ST ELITE 133MHZ

TFR=155.4975 [ 0.88% ] FR=155.4975 CF= 1.00000 T= 50.00C PIFY=2_4

MissionR= 0.998639 BasicR= 0.998639

CMOS Gates:133000 QuLev:1 Hermetic Trise:25.00
1454021310 I1C,Logic 2

HIN213ECA_(SSOP)

TFR=147.4498 [ 0.83% ] FR= 73.7249 CF= 1.00000 T= 50.00C PIFY=2_4

MissionR= 0.999354 BasicR= 0.999354

CMOS Gates:9 QuLev:1 Hermetic Trise:25.00
1454048500 1C,Logic 2

HIN213ECA_(SSOP)

TFR=147.4498 [ 0.83% ] FR= 73.7249 CF= 1.00000 T= 50.00C PIFY=2_4

MissionR= 0.999354 BasicR= 0.999354

CMOS Gates:9 QuLev:1 Hermetic Trise:25.00
1454071200 I1C,Logic 1

TFR= 73.1372 [ 0.41% ] FR= 73.1372 CF= 1.00000 T= 50.00C PIFY=2.

MissionR= 0.999360 BasicR= 0.999360

CMOS Gates:1 QuLev:1 Hermetic Trise:25.00
1454230900 1C,Logic 1

IC CYPRESS CY2309NzZ

TFR= 28.4525 [ 0.16% ] FR= 28.4525 CF= 1.00000 T= 25.00C PIFY=7.5

MissionR= 0.999751 BasicR= 0.999751

CMOS Gates:5000 QuLev:1 Hermetic Trise:0.0



Full List Report

RelCalc for Windows, Version 5.0-BELL6 (Release 2000.1)

Company: Your Company Name Here

DOC: 641.CIR  RECORDS: 120
DESCRIPTION: Circuit Descrip
ENV: GB TEMP: 25.00 C CF
FR= 17743.7504 FITs MTBF=
MissionTime= 8760.0000 hrs.

tion

- 1.00000 MODEL: Serial

56357.8712 hrs. Parts= 618
MissionMTBF= 56355.9145 hrs.

MissionR= 0.856038 BasicR= 0.856043

BELLCORE CALCULATION METHOD: LimitedStress - Method I, Case 3 PIFY=4_.5
PartNumber PartType Qty RefDes
1454382300 1C,Logic 1
IC T1 TPS3832-33DBVR
TFR= 31.8874 [ 0.18% ] FR= 31.8874 CF= 1.00000 T= 25.00C PIFY=7.
MissionR= 0.999721 BasicR= 0.999721
CMOS Gates:15000 QuLev:1 Hermetic Trise:0.0
1454397701 1C,Logic 1
TFR= 73.3623 [ 0.41% ] FR= 73.3623 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999358 BasicR= 0.999358
CMOS Gates:4 QuLev:1 Hermetic Trise:25.00
1454810000 1C,Logic 1
RTL8100B
TFR=127 .5029 [ 0.72% ] FR=127.5029 CF= 1.00000 T= 50.00C PIFY=2_4
MissionR= 0.998884 BasicR= 0.998884
CMOS Gates:20000 QuLev:1 Hermetic Trise:25.00
1455324500 1C,Logic 1
IC T1 SN74ALS245ADBR SSOP20
TFR=127 .5029 [ 0.72% ] FR=127.5029 CF= 1.00000 T= 50.00C PIFY=2.8
MissionR= 0.998884 BasicR= 0.998884
CMOS Gates:20000 QuLev:1 Hermetic Trise:25.00
14S5500000 I1C,Logic 1
IC T1 SN74F00 SOP14
TFR=118.6146 [ 0.67% ] FR=118.6146 CF= 1.00000 T= 50.00C PIFY=2.8
MissionR= 0.998961 BasicR= 0.998961
CMOS Gates:10000 QuLev:1 Hermetic Trise:25.00
1455513800 1C,Logic 1
IC T1 N74F138DR SOP16
TFR=123.7306 [ 0.70% ] FR=123.7306 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.998917 BasicR= 0.998917
CMOS Gates:15000 QuLev:1 Hermetic Trise:25.00
14S5515300 I1C,Logic 1
IC Tl 74F153 SOP16
TFR=123.7306 [ 0.70% ] FR=123.7306 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.998917 BasicR= 0.998917
CMOS Gates:15000 QuLev:1 Hermetic Trise:25.00
14S5517400 1C,Logic 1
PHILLIPS N74F174DT
TFR=127 .5029 [ 0.72% ] FR=127.5029 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.998884 BasicR= 0.998884
CMOS Gates:20000 QuLev:1 Hermetic Trise:25.00



Full List Report

RelCalc for Windows, Version 5.0-BELL6 (Release 2000.1)

Company: Your Company Name Here

DOC: 641.CIR RECORDS: 120

DESCRIPTION: Circuit Description

ENV: GB TEMP: 25.00 C CF: 1.00000 MODEL: Serial

FR= 17743.7504 FITs MTBF= 56357.8712 hrs. Parts= 618

MissionTime= 8760.0000 hrs. MissionMTBF= 56355.9145 hrs. MissionR= 0.856038 BasicR= 0.856043
BELLCORE CALCULATION METHOD: LimitedStress - Method I, Case 3 PIFY=4.5

PartNumber PartType Qty RefDes
1455524400 IC,Logic 1
Ti SN74F244 SSOP
TFR=127.5029 [ 0.72% ] FR=127.5029 CF= 1.00000 T= 50.00C PIFY=2_8
MissionR= 0.998884 BasicR= 0.998884
CMOS Gates:20000 QuLev:1 Hermetic Trise:25.00
1455801400 IC,Logic 1
hex Schmitt inverters
TFR= 18.9445 [ 0.11% ] FR= 18.9445 CF= 1.00000 T= 25.00C PIFY=7_.5
MissionR= 0.999834 BasicR= 0.999834
CMOS Gates:6 QuLev:1 NonHermetic Trise:0.0
1455812500 IC,Logic 1
IC Tl 74HCT125 SOP14
TFR=118.6146 [ 0.67% ] FR=118.6146 CF= 1.00000 T= 50.00C PIFY=2_8
MissionR= 0.998961 BasicR= 0.998961
CMOS Gates:10000 QuLev:1 Hermetic Trise:25.00
1458016800 IC,Logic 1
TFR= 78.5765 [ 0.44% ] FR= 78.5765 CF= 1.00000 T= 50.00C PIFY=2_8
MissionR= 0.999312 BasicR= 0.999312
CMOS Gates:100 QuLev:1 Hermetic Trise:25.00
152X541000 IC,Logic 1
TFR= 78.5765 [ 0.44% ] FR= 78.5765 CF= 1.00000 T= 50.00C PIFY=2_8
MissionR= 0.999312 BasicR= 0.999312
CMOS Gates:100 QuLev:1 Hermetic Trise:25.00
152X6100A0 IC,Logic 1
TFR= 78.5765 [ 0.44% ] FR= 78.5765 CF= 1.00000 T= 50.00C PIFY=2_8
MissionR= 0.999312 BasicR= 0.999312
CMOS Gates:100 QuLev:1 Hermetic Trise:25.00
1456841640 1C,RAM 4
SDRAM 4M*16 ESMT M12164164A-7T
TFR=1703.0693 [ 9.60% ] FR=425.7673 CF= 1.00000 T= 25.00C PIFY=7_.5
MissionR= 0.996277 BasicR= 0.996277
CMOS SRAM Mbits:64 QuLev:1 NonHermetic Trise:0.0
1456202003 1C,ROM/PROM 1
EN29F002NT-70J PLCC32
TFR=342.8616 [ 1.93% ] FR=342.8616 CF= 1.00000 T= 50.00C PIFY=2.0

MissionR= 0.997001 BasicR= 0.997001
CMOS Kbits:256 QuLev:1 Hermetic Trise:25.00



Full List Report

RelCalc for Windows, Version 5.0-BELL6 (Release 2000.1)

Company: Your Company Name Here

DOC: 641.CIR  RECORDS: 120

DESCRIPTION: Circuit Description

ENV: GB TEMP: 25.00 C CF: 1.00000 MODEL: Serial
FR= 17743.7504 FITs MTBF= 56357.8712 hrs. Parts= 618

MissionTime= 8760.0000 hrs. MissionMTBF= 56355.9145 hrs. MissionR= 0.856038 BasicR= 0.856043

BELLCORE CALCULATION METHOD: LimitedStress - Method I, Case 3 PIFY=4_.5
PartNumber PartType Qty RefDes
1456334602 1C,ROM/PROM 1
93C46_(S08)
TFR= 82.6923 [ 0.47% ] FR= 82.6923 CF= 1.00000 T= 50.00C PIFY=2.2
MissionR= 0.999276 BasicR= 0.999276
CMOS Kbits:1 QuLev:1 Hermetic Trise:25.00
1314108411 IC,Linear 1
TFR=107.2052 [ 0.60% ] FR=107.2052 CF= 1.00000 T= 50.00C PIFY=2.6
MissionR= 0.999061 BasicR= 0.999061
Trans:20 QuLev:1 Hermetic Trise:25.00
1314111713 IC,Linear 2
TFR=158.0493 [ 0.89% ] FR= 79.0246 CF= 1.00000 T= 50.00C PIFY=2.6
MissionR= 0.999308 BasicR= 0.999308
Trans:10 QuLev:1 Hermetic Trise:25.00
14S3000201 IC,Linear 1
TFR= 52.8043 [ 0.30% ] FR= 52.8043 CF= 1.00000 T= 50.00C PIFY=2.6
MissionR= 0.999538 BasicR= 0.999538
Trans:4 QuLev:1 Hermetic Trise:25.00
14S3006000 IC,Linear 1
TFR= 85.6253 [ 0.48% ] FR= 85.6253 CF= 1.00000 T= 50.00C PIFY=2.6
MissionR= 0.999250 BasicR= 0.999250
Trans:12 QuLev:1 Hermetic Trise:25.00
1310390410 Transistor 4
2N3904 SMD
TFR= 5.67260 [ 0.03% ] FR= 1.41815 CF= 1.00000 T= 50.00C S=0.0% PIFY=19.8
MissionR= 0.999988 BasicR= 0.999988
NPN Si QuLev:l1 Hermetic Trise:25.00
Pstress:0.0%(0.0W/0.0100W) Vstress:0.50%(0.2000V/40.0000V)
1315700210 Transistor 4
TFR=236.5672 [ 1.33% ] FR= 59.1418 CF= 1.00000 T= 50.00C S=10.00% PIFY=6.8

MissionR= 0.999482 BasicR= 0.999482
FET Si Linear QuLev:l1
Pstress:10.00%(5.0000W/50.0000W)

Hermetic Trise:25.00



Full List Report

RelCalc for Windows, Version 5.0-BELL6 (Release 2000.1)

Company: Your Company Name Here

DOC: 641.CIR RECORDS: 120

DESCRIPTION: Circuit Description

ENV: GB TEMP: 25.00 C CF: 1.00000 MODEL: Serial

FR= 17743.7504 FITs MTBF= 56357.8712 hrs. Parts= 618

MissionTime= 8760.0000 hrs. MissionMTBF= 56355.9145 hrs. MissionR= 0.856038 BasicR= 0.856043
BELLCORE CALCULATION METHOD: LimitedStress - Method I, Case 3 PIFY=4.5

PartNumber PartType Qty RefDes
1315993410 Transistor 1
S19934DY_(S08)
TFR=256.4133 [ 1.45% ] FR=256.4133 CF= 1.00000 T= 50.00C $S=100.0% PIFY=1.6
MissionR= 0.997756 BasicR= 0.997756
FET Si Switch QuLev:l1 Hermetic Trise:25.00

Pstress:100.0%(2.0000W/2.0000W)

1304100040 Diode 2
LED SMD_(0603) GREEN
TFR= 70.7621 [ 0.40% ] FR= 35.3811 CF= 1.00000 T= 50.00C S=0.0% PIFY=6.4
MissionR= 0.999690 BasicR= 0.999690
GeneralPurpose Ge QuLev:1l Hermetic Trise:25.00
Imax:13.0000A Istress:0.0% Vmax:2.6000V Vstress:0.29%
1050501021 Resistor 23

TFR= 24.3634 [ 0.14% ] FR= 1.05928 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991
Film 1.00 Kohms QuLev:l1
Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)
1050501111 Resistor 1
110_0603
TFR= 0.942318 [ 0.01% ] FR= 0.942318 CF= 1.00000 T= 50.00C S=1.00% PIFY=4.8
MissionR= 0.999992 BasicR= 0.999992
Film 110.00 ohms QuLev:l1
Trise:25.00 Pmax:25.0000W Pd:0.25000W Pstr:1.00%(Calc=Pd/Pmax)

1050505101 Resistor 4

TFR= 4.23711 [ 0.02% ] FR= 1.05928 CF= 1.00000 T= 50.00C S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991
Film 51.00 ohms QuLev:l1
Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)
1050505621 Resistor 5
5.6K_0603
TFR= 4.71159 [ 0.03% ] FR= 0.942318 CF= 1.00000 T= 50.00C S=1.00% PIFY=4.8
MissionR= 0.999992 BasicR= 0.999992
Film 5.60 Kohms QuLev:l1
Trise:25.00 Pmax:25.0000W Pd:0.25000W Pstr:1.00%(Calc=Pd/Pmax)



Full List Report

RelCalc for Windows, Version 5.0-BELL6 (Release 2000.1)

Company: Your Company Name Here

DOC: 641.CIR RECORDS: 120

DESCRIPTION: Circuit Description

ENV: GB TEMP: 25.00 C CF: 1.00000 MODEL: Serial

FR= 17743.7504 FITs MTBF= 56357.8712 hrs. Parts= 618

MissionTime= 8760.0000 hrs. MissionMTBF= 56355.9145 hrs. MissionR= 0.856038 BasicR= 0.856043
BELLCORE CALCULATION METHOD: LimitedStress - Method I, Case 3 PIFY=4.5

PartNumber PartType Qty RefDes

1050510531 Resistor 1

TFR= 1.05928 [ 0.01% ] FR= 1.05928 CF= 1.00000 T= 50.00C S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991

Film 105.00 Kohms QuLev:l1

Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)

1050511501 Resistor 2

TFR= 2.11856 [ 0.01% ] FR= 1.05928 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991

Film 115.00 ohms QuLev:l1

Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)

1050518201 Resistor 1

TFR= 1.05928 [ 0.01% ] FR= 1.05928 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991

Film 182.00 ohms QuLev:l1

Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)

1050518701 Resistor 4

TFR= 4.23711 [ 0.02% ] FR= 1.05928 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991

Film 187.00 ohms QuLev:l1

Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)

1050700001 Resistor 16

TFR= 15.8818 [ 0.09% ] FR= 0.992615 CF= 1.00000 T= 50.00C S=5.00% PIFY=5.5
MissionR= 0.999991 BasicR= 0.999991
Film 0.0 ohms QuLev:l1
Trise:25.00 Pmax:100.0000W Pd:5.00000W Pstr:5.00%(Calc=Pd/Pmax)
1050701001 Resistor 15
10_0603
TFR= 14.1348 [ 0.08% ] FR= 0.942318 CF= 1.00000 T= 50.00C S=1.00% PIFY=4.8
MissionR= 0.999992 BasicR= 0.999992
Film 10.00 ohms QuLev:l1
Trise:25.00 Pmax:250.0000W Pd:2.50000W Pstr:1.00%(Calc=Pd/Pmax)



Full List Report

RelCalc for Windows, Version 5.0-BELL6 (Release 2000.1)

Company: Your Company Name Here

DOC: 641.CIR RECORDS: 120

DESCRIPTION: Circuit Description

ENV: GB TEMP: 25.00 C CF: 1.00000 MODEL: Serial

FR= 17743.7504 FITs MTBF= 56357.8712 hrs. Parts= 618

MissionTime= 8760.0000 hrs. MissionMTBF= 56355.9145 hrs. MissionR= 0.856038 BasicR= 0.856043
BELLCORE CALCULATION METHOD: LimitedStress - Method I, Case 3 PIFY=4.5

PartNumber PartType Qty RefDes
1050701011 Resistor 3
100_0603

TFR= 2.82695 [ 0.02% ] FR= 0.942318 CF= 1.00000 T= 50.00C S=1.00% PIFY=4.8
MissionR= 0.999992 BasicR= 0.999992

Film 100.00 ohms QuLev:l1

Trise:25.00 Pmax:250.0000W Pd:2.50000W Pstr:1.00%(Calc=Pd/Pmax)

1050701031 Resistor 15

TFR= 14.8892 [ 0.08% ] FR= 0.992615 CF= 1.00000 T= 50.00C S=5.00% PIFY=5.5
MissionR= 0.999991 BasicR= 0.999991

Film 10.00 Kohms QuLev:l1

Trise:25.00 Pmax:100.0000W Pd:5.00000W Pstr:5.00%(Calc=Pd/Pmax)

1050701041 Resistor 3

TFR= 3.17783 [ 0.02% ] FR= 1.05928 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991

Film 100.00 Kohms QuLev:l1

Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)

1050701061 Resistor 2

TFR= 12.7113 [ 0.07% ] FR= 6.35567 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.2
MissionR= 0.999944  BasicR= 0.999944

Film 10.00 Megohms QuLev:1

Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)

1050701531 Resistor 3

TFR= 3.17783 [ 0.02% ] FR= 1.05928 CF= 1.00000 T= 50.00C S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991

Film 15.00 Kohms QuLev:l1

Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)

1050702201 Resistor 16

TFR= 16.9484 [ 0.10% ] FR= 1.05928 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991

Film 22.00 ohms QuLev:l1

Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)



Full List Report

RelCalc for Windows, Version 5.0-BELL6 (Release 2000.1)

Company: Your Company Name Here

DOC: 641.CIR RECORDS: 120

DESCRIPTION: Circuit Description

ENV: GB TEMP: 25.00 C CF: 1.00000 MODEL: Serial

FR= 17743.7504 FITs MTBF= 56357.8712 hrs. Parts= 618

MissionTime= 8760.0000 hrs. MissionMTBF= 56355.9145 hrs. MissionR= 0.856038 BasicR= 0.856043
BELLCORE CALCULATION METHOD: LimitedStress - Method I, Case 3 PIFY=4.5

PartNumber PartType Qty RefDes

1050702231 Resistor 1

TFR= 1.13385 [ 0.01% ] FR= 1.13385 CF= 1.00000 T= 25.00C S=50.00% PIFY=4.9
MissionR= 0.999990 BasicR= 0.999990

Film 22 .00 Kohms QuLev:l1

Trise:0.0 Pmax:0.25000W Pd:0.12500W Pstr:50.00%(Calc=Pd/Pmax)

1050703301 Resistor 4

TFR= 3.97046 [ 0.02% ] FR= 0.992615 CF= 1.00000 T= 50.00C S=5.00% PIFY=5.5
MissionR= 0.999991 BasicR= 0.999991

Film 33.00 ohms QuLev:l1

Trise:25.00 Pmax:100.0000W Pd:5.00000W Pstr:5.00%(Calc=Pd/Pmax)

1050703311 Resistor 3

TFR= 2.97784 [ 0.02% ] FR= 0.992615 CF= 1.00000 T= 50.00C S=5.00% PIFY=5.5
MissionR= 0.999991 BasicR= 0.999991

Film 330.00 ohms QuLev:l1

Trise:25.00 Pmax:100.0000W Pd:5.00000W Pstr:5.00%(Calc=Pd/Pmax)

1050704711 Resistor 2

TFR= 2.11856 [ 0.01% ] FR= 1.05928 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991

Film 470.00 ohms QuLev:l1

Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)

1050704721 Resistor 51

TFR= 50.6234 [ 0.29% ] FR= 0.992615 CF= 1.00000 T= 50.00C S=5.00% PIFY=5.5
MissionR= 0.999991 BasicR= 0.999991

Film 4.70 Kohms QuLev:l1

Trise:25.00 Pmax:100.0000W Pd:5.00000W Pstr:5.00%(Calc=Pd/Pmax)

1050704731 Resistor 1

TFR= 1.05928 [ 0.01% ] FR= 1.05928 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.2
MissionR= 0.999991 BasicR= 0.999991

Film 47 .00 Kohms QuLev:l1

Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)



Full List Report

RelCalc for Windows, Version 5.0-BELL6 (Release 2000.1)

Company: Your Company Name Here

DOC: 641.CIR RECORDS: 120

DESCRIPTION: Circuit Description

ENV: GB TEMP: 25.00 C
FR= 17743.7504 FITs MTBF=
MissionTime= 8760.0000 hrs.

CF: 1.00000

MODEL: Serial
56357.8712 hrs. Parts=

618
MissionMTBF= 56355.9145 hrs.

MissionR= 0.856038

BasicR= 0.856043

BELLCORE CALCULATION METHOD: LimitedStress - Method 1, Case 3 PIFY=4_.5

PartNumber PartType Qty RefDes

1050707501 Resistor 7
TFR= 7.41495 [ 0.04% ] FR= 1.05928 CF= 1.00000 T= 50.00C S=10.00% PIFY=5.
MissionR= 0.999991 BasicR= 0.999991
Film 75.00 ohms QuLev:l1
Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)

1050707511 Resistor 1
TFR= 1.05928 [ 0.01% ] FR= 1.05928 CF= 1.00000 T= 50.00C S=10.00% PIFY=5.
MissionR= 0.999991 BasicR= 0.999991
Film 750.00 ohms QuLev:l1
Trise:25.00 Pmax:50.0000W Pd:5.00000W Pstr:10.00%(Calc=Pd/Pmax)

1050708201 Resistor 2
82_0603
TFR= 1.88464 [ 0.01% ] FR= 0.942318 CF= 1.00000 T= 50.00C S=1.00% PIFY=4.
MissionR= 0.999992 BasicR= 0.999992
Film 82.00 ohms QuLev:l1
Trise:25.00 Pmax:30.4880W Pd:0.30488W Pstr:1.00%(Calc=Pd/Pmax)

1050708221 Resistor 4
8.2K_0603
TFR= 3.76927 [ 0.02% ] FR= 0.942318 CF= 1.00000 T= 50.00C S=1.00% PIFY=4.
MissionR= 0.999992 BasicR= 0.999992
Film 8.20 Kohms QuLev:l1
Trise:25.00 Pmax:30.4880W Pd:0.30488W Pstr:1.00%(Calc=Pd/Pmax)

1060700000 Resistor 1
0_8P4R
TFR= 0.942318 [ 0.01% ] FR= 0.942318 CF= 1.00000 T= 50.00C S=1.00% PIFY=4.
MissionR= 0.999992 BasicR= 0.999992
Film 0.0 ohms QuLev:l1
Trise:25.00 Pmax:2.50000W Pd:0.02500W Pstr:1.00%(Calc=Pd/Pmax)

1060701020 Resistor 1
1KX4_8P4R
TFR= 0.942318 [ 0.01% ] FR= 0.942318 CF= 1.00000 T= 50.00C S=1.00% PIFY=4.
MissionR= 0.999992 BasicR= 0.999992
Film 1.00 Kohms QuLev:l1

Trise:25.00 Pmax:2.50000W Pd:0.02500W Pstr:1.00%(Calc=Pd/Pmax)
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Company: Your Company Name Here

DOC: 641.CIR RECORDS: 120

DESCRIPTION: Circuit Description

ENV: GB TEMP: 25.00 C CF: 1.00000 MODEL: Serial

FR= 17743.7504 FITs MTBF= 56357.8712 hrs. Parts= 618

MissionTime= 8760.0000 hrs. MissionMTBF= 56355.9145 hrs. MissionR= 0.856038 BasicR= 0.856043
BELLCORE CALCULATION METHOD: LimitedStress - Method I, Case 3 PIFY=4.5

PartNumber PartType Qty RefDes
1060702200 Resistor 19
22X4 _8P4R

TFR= 17.9040 [ 0.10% ] FR= 0.942318 CF= 1.00000 T= 50.00C S=1.00% PIFY=4.8
MissionR= 0.999992 BasicR= 0.999992

Film 22.00 ohms QuLev:l1

Trise:25.00 Pmax:0.25000W Pd:0.00250W Pstr:1.00%(Calc=Pd/Pmax)

1060704720 Resistor 1

TFR= 0.992615 [ 0.01% ] FR= 0.992615 CF= 1.00000 T= 50.00C S=5.00% PIFY=5.5
MissionR= 0.999991 BasicR= 0.999991

Film 4.70 Kohms QuLev:l1

Trise:25.00 Pmax:100.0000W Pd:5.00000W Pstr:5.00%(Calc=Pd/Pmax)

1060705620 Resistor 2

TFR= 1.98523 [ 0.01% ] FR= 0.992615 CF= 1.00000 T= 50.00C S=5.00% PIFY=5.5
MissionR= 0.999991 BasicR= 0.999991

Film 5.60 Kohms QuLev:l1

Trise:25.00 Pmax:100.0000W Pd:5.00000W Pstr:5.00%(Calc=Pd/Pmax)

1060708220 Resistor 12

TFR= 11.9114 [ 0.07% ] FR= 0.992615 CF= 1.00000 T= 50.00C S=5.00% PIFY=5.5
MissionR= 0.999991 BasicR= 0.999991

Film 8.20 Kohms QuLev:l1

Trise:25.00 Pmax:100.0000W Pd:5.00000W Pstr:5.00%(Calc=Pd/Pmax)

1111610830 Capacitor 4
TFR=181.7760 [ 1.02% ] FR= 45.4440 CF= 1.00000 T= 50.00C S=10.00% PIFY=5.8
MissionR= 0.999602 BasicR= 0.999602
Aluminum,AxiallLead 1000.0000 uF QuLev:1

Vmax:50.0000V Vop:5.00000V Vstr:10.00%(Calc=Vop/Vmax) Trise:25.00

1113622720 Capacitor 8
TFR=218.1312 [ 1.23% ] FR= 27.2664 CF= 1.00000 T= 50.00C S=10.00% PIFY=5.8
MissionR= 0.999761 BasicR= 0.999761
Aluminum,AxiallLead 220.0000 uF QuLev:1

Vmax:50.0000V Vop:5.00000V Vstr:10.00%(Calc=Vop/Vmax) Trise:25.00
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Company: Your Company Name Here

DOC: 641.CIR RECORDS: 120

DESCRIPTION: Circuit Description

ENV: GB TEMP: 25.00 C CF: 1.00000 MODEL: Serial

FR= 17743.7504 FITs MTBF= 56357.8712 hrs. Parts= 618
MissionTime= 8760.0000 hrs. MissionMTBF= 56355.9145 hrs.

MissionR= 0.856038 BasicR= 0.856043

BELLCORE CALCULATION METHOD: LimitedStress - Method 1, Case 3 PIFY=4_5

PartNumber PartType Qty RefDes

1122710510 Capacitor 18
1U_(1206/10V)_Y5V
TFR= 28.4844 [ 0.16% ] FR= 1.58247 CF= 1.00000 T= 50.00C $S=33.00% PIFY=5.5
MissionR= 0.999986 BasicR= 0.999986
Ceramic 1.00000 uF QuLev:1
Vmax:10.0000V Vop:3.30000V Vstr:33.00%(Calc=Vop/Vmax) Trise:25.00

1122710630 Capacitor 6
TFR=145.0988 [ 0.82% ] FR= 24.1831 CF= 1.00000 T= 50.00C S=5.00% PIFY=6.4
MissionR= 0.999788 BasicR= 0.999788
Aluminum,AxiallLead 10.0000 uF QuLev:1
Vmax:100.0000V Vop:5.00000V Vstr:5.00%(Calc=Vop/Vmax) Trise:25.00

1122747520 Capacitor 9
4_7U_(0805_10V)_Y5V
TFR= 14.2422 [ 0.08% 1 FR= 1.58247 CF= 1.00000 T= 50.00C $S=33.00% PIFY=5.5
MissionR= 0.999986 BasicR= 0.999986
Ceramic 4._.70000 uF QuLev:1
Vmax:10.0000V Vop:3.30000V Vstr:33.00%(Calc=Vop/Vmax) Trise:25.00

1123510410 Capacitor 151
TFR=3651.6524 [ 20.58% ] FR= 24.1831 CF= 1.00000 T= 50.00C S=5.00% PIFY=6.4
MissionR= 0.999788 BasicR= 0.999788
Aluminum,AxiallLead 100.0000 uF QuLev:1
Vmax:100.0000V Vop:5.00000V Vstr:5.00%(Calc=Vop/Vmax) Trise:25.00

1123747530 Capacitor 3
TFR= 72.5494 [ 0.41% ] FR= 24.1831 CF= 1.00000 T= 50.00C S=5.00% PIFY=6.
MissionR= 0.999788 BasicR= 0.999788
Aluminum,AxiallLead 4.70000 uF QuLev:1
Vmax:100.0000V Vop:5.00000V Vstr:5.00%(Calc=Vop/Vmax) Trise:25.00

1127412010 Capacitor 7
TFR=169.2819 [ 0.95% ] FR= 24.1831 CF= 1.00000 T= 50.00C S=5.00% PIFY=6.4
MissionR= 0.999788 BasicR= 0.999788
Aluminum,AxiallLead 12.0000 pf QuLev:1

Vmax:100.0000V Vop:5.00000V Vstr:5.00%(Calc=Vop/Vmax) Trise:25.00



Full List Report

RelCalc for Windows, Version 5.0-BELL6 (Release 2000.1)

Company: Your Company Name Here
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ENV: GB TEMP: 25.00 C CF: 1.00000 MODEL: Serial
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BELLCORE CALCULATION METHOD: LimitedStress - Method 1, Case 3 PIFY=4_5

PartNumber PartType Qty RefDes

1127527010 Capacitor 5
TFR=120.9156 [ 0.68% ] FR= 24.1831 CF= 1.00000 T= 50.00C S=5.00% PIFY=6.4
MissionR= 0.999788 BasicR= 0.999788
Aluminum,AxiallLead 27.0000 pf QuLev:1
Vmax:100.0000V Vop:5.00000V Vstr:5.00%(Calc=Vop/Vmax) Trise:25.00

1127547010 Capacitor 3
TFR= 72.5494 [ 0.41% ] FR= 24.1831 CF= 1.00000 T= 50.00C S=5.00% PIFY=6.4
MissionR= 0.999788 BasicR= 0.999788
Aluminum,AxiallLead 47.0000 pf QuLev:1
Vmax:100.0000V Vop:5.00000V Vstr:5.00%(Calc=Vop/Vmax) Trise:25.00

1127547110 Capacitor 4
TFR=109.0656 [ 0.61% ] FR= 27.2664 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.

MissionR= 0.999761
Aluminum,AxiallLead

BasicR= 0.999761

470.0000 pf QuLev:1

Vmax:50.0000V Vop:5.00000V Vstr:10.00%(Calc=Vop/Vmax) Trise:25.00
1127568110 Capacitor 1
TFR= 27.2664 [ 0.15% ] FR= 27.2664 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.
MissionR= 0.999761 BasicR= 0.999761
Aluminum,AxiallLead 680.0000 pf QuLev:1
Vmax:50.0000V Vop:5.00000V Vstr:10.00%(Calc=Vop/Vmax) Trise:25.00
112X610230 Capacitor 1
TFR= 27.2664 [ 0.15% ] FR= 27.2664 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.
MissionR= 0.999761 BasicR= 0.999761
Aluminum,AxiallLead 1000.0000 pf QuLev:1
Vmax:50.0000V Vop:5.00000V Vstr:10.00%(Calc=Vop/Vmax) Trise:25.00
1177510180 Capacitor 4
TFR=109.0656 [ 0.61% ] FR= 27.2664 CF= 1.00000 T= 50.00C $S=10.00% PIFY=5.8

MissionR= 0.999761 BasicR= 0.999761
Aluminum,AxiallLead 100.0000 pf QuLev:1
Vmax:50.0000V Vop:5.00000V Vstr:10.00%(Calc=Vop/Vmax) Trise:25.00
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PartNumber PartType Qty RefDes

1177547080 Capacitor 1
TFR= 27.2664 [ 0.15% ] FR= 27.2664 CF= 1.00000 T= 50.00C S=10.00% PIFY=5.8
MissionR= 0.999761 BasicR= 0.999761
Aluminum,AxiallLead 47.0000 pf QuLev:1
Vmax:50.0000V Vop:5.00000V Vstr:10.00%(Calc=Vop/Vmax) Trise:25.00

1212201024 Inductive 1
TFR= 67.7059 [ 0.38% ] FR= 67.7059 CF= 1.00000 T= 50.00C PIFY=3.5
MissionR= 0.999407 BasicR= 0.999407
Coil ,PowerFilter QuLev:1 Trise:25.00

1212201030 Inductive 1
TFR= 67.7059 [ 0.38% ] FR= 67.7059 CF= 1.00000 T= 50.00C PIFY=3.5
MissionR= 0.999407 BasicR= 0.999407
Coil ,PowerFilter QuLev:1 Trise:25.00

1213102210 Inductive 51
TFR=3453.0018 [ 19.46% ] FR= 67.7059 CF= 1.00000 T= 50.00C PIFY=3.5
MissionR= 0.999407 BasicR= 0.999407
Coil ,PowerFilter QuLev:1 Trise:25.00

1213103001 Inductive 17
F.B._(0805)
TFR=1151.0006 [ 6-49% ] FR= 67.7059 CF= 1.00000 T= 50.00C PIFY=3.1
MissionR= 0.999407 BasicR= 0.999407
Coil ,PowerFilter QuLev:1 Trise:25.00

1300414840 Inductive 10
TFR=677 .0592 [ 3-82% ] FR= 67.7059 CF= 1.00000 T= 50.00C PIFY=3.1
MissionR= 0.999407 BasicR= 0.999407
Coil ,PowerFilter QuLev:1 Trise:25.00

1301005442 Inductive 1
TFR= 67.7059 [ 0.38% ] FR= 67.7059 CF= 1.00000 T= 50.00C PIFY=3.1
MissionR= 0.999407 BasicR= 0.999407
Coil ,PowerFilter QuLev:1 Trise:25.00
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1311119710 Inductive 1
TFR= 67.7059 [ 0.38% ] FR= 67.7059 CF= 1.00000 T= 50.00C PIFY=3.
MissionR= 0.999407 BasicR= 0.999407
Coil ,PowerFilter QuLev:1 Trise:25.00

1651032220 Connector 1
IC SOCKET
TFR= 30.3836 [ 0.17% ] FR= 30.3836 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999734 BasicR= 0.999734
I1CSocket Pins:32 QuLev:1 Trise:25.00

1651272100 Connector 1
TFR=136.7262 [ 0.77% ] FR=136.7262 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.998803 BasicR= 0.998803
CardEdge/PCB Pins:144  QuLev:I Trise:25.00

1651503200 Connector 1
PLCC32 SMD SOCKET
TFR= 30.3836 [ 0.17% ] FR= 30.3836 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999734 BasicR= 0.999734
MultiPin Pins:32 QuLev:1 Trise:25.00

1651X05000 Connector 1
TFR= 47.4744 [ 0.27% ] FR= 47.4744 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999584 BasicR= 0.999584
CardEdge/PCB Pins:50 QuLev:1 Trise:25.00

1652512300 Connector 1
TFR= 11.3939 [ 0.06% ] FR= 11.3939 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999900 BasicR= 0.999900
CardEdge/PCB Pins:12 QuLev:1 Trise:25.00

1653002100 Connector 1
TFR= 1.89898 [ 0.01% ] FR= 1.89898 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999983 BasicR= 0.999983
MultiPin Pins:2 QuLev:1 Trise:25.00

1653002202 Connector 1
TFR= 3.79795 [ 0.02% ] FR= 3.79795 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999967 BasicR= 0.999967
CardEdge/PCB Pins:4 QuLev:1 Trise:25.00
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FR= 17743.7504 FITs

MTBF= 56357.8712 hrs. Parts= 618

MissionTime= 8760.0000 hrs.

MissionMTBF= 56355.9145 hrs.

MissionR= 0.856038 BasicR= 0.856043

BELLCORE CALCULATION METHOD: LimitedStress - Method I, Case 3 PIFY=4_.5
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1653003100 Connector 4
PIN HEADER 3X1 2.54MM
TFR= 11.3939 [ 0.06% ] FR= 2.84846 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999975 BasicR= 0.999975
RibbonCable Pins:3 QuLev:1 Trise:25.00

1653003201 Connector 3
CON3P*2 2_.0MM 180D DIP
TFR= 17.0908 [ 0.10% ] FR= 5.69693 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999950 BasicR= 0.999950
MultiPin Pins:6 QuLev:1 Trise:25.00

1653004200 Connector 1
TFR=7.59590 [ 0.04% ] FR= 7.59590 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999933 BasicR= 0.999933
MultiPin Pins:8 QuLev:1 Trise:25.00

1653005100 Connector 1
TFR= 4.74744 [ 0.03% ] FR= 4.74744 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999958 BasicR= 0.999958
MultiPin Pins:5 QuLev:1 Trise:25.00

1653007203 Connector 1
TFR= 13.2928 [ 0.07% ] FR= 13.2928 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999884 BasicR= 0.999884
MultiPin Pins:14 QuLev:1 Trise:25.00

1653120225 Connector 1
CON20X2, PC104
TFR= 60.7672 [ 0.34% ] FR= 60.7672 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999468 BasicR= 0.999468
CardEdge/PCB Pins:64 QuLev:1 Trise:25.00

1653132220 Connector 1
PCB SKT 32P*2(PC104)2.54
TFR= 60.7672 [ 0.34% ] FR= 60.7672 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999468 BasicR= 0.999468
CardEdge/PCB Pins:64 QuLev:1 Trise:25.00

1653205200 Connector 1
TFR= 2.84485 [ 0.02% ] FR= 2.84485 CF= 1.00000 T= 25.00C PIFY=7.
MissionR= 0.999975 BasicR= 0.999975
MultiPin Pins:10 QuLev:1 Trise:0.0
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1653213203 Connector 1
TFR= 7.39662 [ 0.04% ] FR= 7.39662 CF= 1.00000 T= 25.00C PIFY=7.
MissionR= 0.999935 BasicR= 0.999935
MultiPin Pins:26 QuLev:1 Trise:0.0

1653217201 Connector 1
TFR= 32.2826 [ 0.18% ] FR= 32.2826 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999717 BasicR= 0.999717
MultiPin Pins:34 QuLev:1 Trise:25.00

1653220203 Connector 1
TFR= 37.9795 [ 0.21% ] FR= 37.9795 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999667 BasicR= 0.999667
MultiPin Pins:40 QuLev:1 Trise:25.00

1653222202 Connector 1
TFR= 41.7775 [ 0.24% ] FR= 41.7775 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999634 BasicR= 0.999634
MultiPin Pins:44 QuLev:1 Trise:25.00

1654409106 Connector 1
TFR= 8.54539 [ 0.05% ] FR= 8.54539 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999925 BasicR= 0.999925
CardEdge/PCB Pins:9 QuLev:1 Trise:25.00

1654515305 Connector 1
TFR= 14.2423 [ 0.08% ] FR= 14.2423 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999875 BasicR= 0.999875
CardEdge/PCB Pins:15 QuLev:1 Trise:25.00

1654606302 Connector 1
TFR= 5.69693 [ 0.03% ] FR= 5.69693 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999950 BasicR= 0.999950
MultiPin Pins:6 QuLev:1 Trise:25.00

1654640000 Connector 1
TFR= 37.9795 [ 0.21% ] FR= 37.9795 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999667 BasicR= 0.999667
MultiPin Pins:40 QuLev:1 Trise:25.00
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1655003000 Connector 1
TFR= 71.2116 [ 0.40% ] FR= 71.2116 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999376 BasicR= 0.999376
GeneralPurpose,Power Pins:3 QuLev:1 Trise:25.00

1655005021 Connector 1
TFR= 4.74744 [ 0.03% ] FR= 4.74744 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999958 BasicR= 0.999958
MultiPin Pins:5 QuLev:1 Trise:25.00

1655204020 Connector 1
PWR BOX 4P 180D 5.08MM
TFR= 94.9488 [ 0.54% ] FR= 94.9488 CF= 1.00000 T= 50.00C PIFY=2.
MissionR= 0.999169 BasicR= 0.999169
GeneralPurpose,Power Pins:4 QuLev:1 Trise:25.00

1655304020 Connector 1
4X1, 2MM WAFER
TFR= 3.79795 [ 0.02% ] FR= 3.79795 CF= 1.00000 T= 50.00C PIFY=2.5
MissionR= 0.999967 BasicR= 0.999967
RibbonCable Pins:4 QuLev:1 Trise:25.00

1655305020 Connector 1
CON5X1, 2MM WAFER
TFR=118.6859 [ 0.67% ] FR=118.6859 CF= 1.00000 T= 50.00C PIFY=2.5
MissionR= 0.998961 BasicR= 0.998961
GeneralPurpose,Power Pins:5 QuLev:1 Trise:25.00

1231332721 QuartzCrystal 1
32.768K 4PIN SMD
TFR= 75.0000 [ 0.42% ] FR= 75.0000 CF= 1.00000 T= 25.00C PIFY=3.2
MissionR= 0.999343 BasicR= 0.999343
QuLev:1

1231402560 QuartzCrystal 1
25MHZ 2PIN SMD
TFR= 75.0000 [ 0.42% ] FR= 75.0000 CF= 1.00000 T= 25.00C PIFY=3.2
MissionR= 0.999343 BasicR= 0.999343
QuLev:1

1231414350 QuartzCrystal 1
14_.318MHZ 2PIN SMD
TFR= 75.0000 [ 0.42% ] FR= 75.0000 CF= 1.00000 T= 25.00C PIFY=3.2

MissionR= 0.999343
QuLev:1

BasicR= 0.999343
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1752500000 Fuse 2
SMD100-2018 SMD
TFR= 60.0000 [ 0.34% ] FR= 30.0000 CF= 1.00000 T= 25.00C PIFY=3.2

MissionR= 0.999737 BasicR= 0.999737
Rating:>30A  QuLev:l

1758103010 Battery 1
PANASONIC CR2032
TFR=450.0000 [ 2.54% ] FR=450.0000 CF= 1.00000 T= 25.00C PIFY=3.2

MissionR= 0.996066 BasicR= 0.996066
Lithium QuLev:1



