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FAQ / Application Note

Subject : How to setting LCD panel with ECM-3410/3412

FAQ Document No:H08015

Date: 2002/09/30

Model No. ECM-3410,ECM-3412

Rev. A1

Category: [JGeneral JJH/W [JS/W [JOthers, Setup

Purpose : LCD Panel LG LP064V1 Setting with ECM-3410/ECM-3412 AMD GX1

LCD Panel Setting Step

1. Check LCD Panel VCC in datasheet and the LG LP064V1 VCC is 3.3V.

2. Adjust LCD Driving & Backlight Voltage Select on the Board (J1).
You can select the TFT connector CN6 driving (pin 5 and pin 6) and backlight (pin 1 and pin 2)
voltage by setting J1. The detailed setting is at P.28 in ECM-3412 manual.

3. Connect inverter (QF38V6.61) with power cable (E1702050600R) as follow picture.

Please notice the direction of power cable (E1702050600R).

4. Connect inverter (QF38V6.61) and LCD panel as follow picture.

Avalue Technology Inc.

www.avalue.com.tw

Headquarters: Tel: 886-2-8226-2345
Europe office: Tel: 45-7025-0310
US office Tel: 1-732-578-0200
China office: Tel: 86-21-5426-3399

Fax: 886-2-8226-2777 Email: sales@avalue.com.tw

Email: sales.europe@avalue.com.tw
Fax: 1-732-578-0250 Email: sales@avalue-usa.com
Fax: 86-21-6495-0370 Email: sales.china@avalue.com.tw



5. Connect LCD cable (1703400404) with LCD panel as follow picture.

6. Connect power cable (1702050600) and LCD cab—le_(1703400404) with ECM-3412.
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7. The power cable mapping table (1702050600) is as follow.

1702050600 Mapping Table

LCD Brand : LCD Model No. :
Bit & Resolution : LCD Type :
Size : Input Signal :
Mating Connector(LCD) : Matting Connector(Board) :
QF38V6.43(JST PHR-5) ECM-5610 J1(JST PHR-5)
Symbol Pin No. Pin No. Symbol
Vin(+12V) 1 1 +12V
GND 2 2 GND
Brightness 3 4 Brightness
GND 4 2 GND
Control(On/Off) 5 3 On/Off

Length : 60cm

8. Set BIOS/INTEGRATED PERIPHERALS/Flat Panel Status to Enabled and adjust Flat Panel
Resolution to 640x480 to fit the panel resolution.
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