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FAQ / Application Note

Subject : How can | let memory counting only count once during BIOS booting-up
process ?

FAQ Document No: G08008 Date: 2008/08/19

Model No. All Rev.Al

Category: mGeneral COH/W [S/W [I0thers,

Purpose :
enable Quick power on self test

Few years ago, Memory quality is not as good as now and Memaory speed is not as quick as now.
So BIOS usually detect memory three time to avoid potential problem, of course system takes times to
boot up into Operation System, you can change detect time in BIOS

“Advanced BIOS Features”, or “BIOS Features Setup”
= There is an item named “Quick Power On Self Test”, “enable” this item

After enable “Quick Power On Self Test”, BIOS will quick scan once.
This item has been set up as “Enable” in latest products.

Old models

ROM PCI-I5A BIDS (Z2A434E03)
BIOS FEATURES SETUP
AWARD SOFTWARE, INC.

Virus Warning : Disabled | Video BIOS Shadow : Enabled
CPU Intermal Cache : Enabled CB0OO-CBFFF Shadow : Disabled

CCOOO-CFFFF Shadow : Disabled
Quick Power On Self Test : Enabled DEOOO-DIFFF Shadow : Disabled
Onboard LAN Boot ROM : Disabled | D40O-D?FFF Shadow : Disabled
Boot Sequence : A,C,3C3I | DBOOO-DBFFF Shadow : Disabled
Swap Floppy Drive : Disabled | DCOOO-DFFFF Shadow : Disabled
Boot Up Floppy Seek : Enabled Cyrix 6xB86--MII CPUID: Enabled
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Latest products

B DOSBox 0.63,Cpn Cycles: 3000, Frameskip 0, Program: BIOSYIEW

Phoenix - fAwardBI0S CHMO3 Setup Utility
fAdvanced BIOS Features

b CPU Feature [Press Enter] Item Help
P Hard Disk Boot Priority

[Press Enter]
Uirus Warning [Dizabled] Menu Level M
CPU L1 & LZ Cache [Enabled]

CPU L3 Cache [Enabled]l Allows the system to
Hyper-Threading Technologyl[Enabled] gkip certain tests
Quick Power On Self Test [Enabledl while booting. This
First Boot Device [Hard Di=k] will decreasze the time
Second Boot Device [CDROM] needed to boot the
Third Boot Device [L31201] system

Boot Other Device [Enabled]l

Boot Up MumLock Status [Onl

Gate AZ0 Option [Fa=zt]
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