
 

 

 FAQ / Application Note 

Subject : How to Install VeMP on Debian V4.0 

FAQ Document No: S09003 Date: 2009/01/20 

Model Name. CN700, CX700 Rev. A1 

Category: □□□□General □□□□H/W ■■■■S/W □□□□Others,  Application  

Purpose : 

    Test environment : 

1. ECM-CN700/CX700 x1 

2. 1GB DDR2 667 x1  

3. 120GB UDMA100 IDE HDD x1 

4. IDE DVD-ROM x1 

 

Please follow steps below to install VeMP on Debian V4.0 

 

    Installation Procedure : 

1. Install Debian V4.0 on HDD. Please select “Desktop environment” & “Standard system” in “Software selection” 

2. Login system as user (which was created by you during Debian installation) 

3. Application => Accessories => root Terminal 

4. #wget http://www.viaarena.com/Driver/cle266cn400cn-cx700cn800xorg40072-kernel-src_20071213d.rar 

5. #wget http://ftp.tw.debian.org/debian/pool/non-free/r/rar/rar_3.7b1-2_i386.deb 

6. #apt-get install autoconf automake autotools-dev build-essential bash cpp freeglut3 gcc 

linux-headers-2.6.18-4-686 linux-kbuild-2.6.18 linux-source-2.6.18 libdrm-dev libgl1-mesa-dev libncurses5 

libncurses5-dev libtool m4 mesa-common-dev mesa-utils xorg-dev xserver-xorg-dev 

7. #dpkg –i rar_3.7b1-2_i386.deb 

8. #cd /usr/src 

9. #tar xvf linux-source-2.6.18.tar.bz2 

10. #cd linux-source-2.6.18 

11. #cp /boot/config-2.6.18-4-686 .config 

12. vi Makefile (make sure "EXTRAVERSION = -4-686" in Makefile) 

13. make modules_prepare (Then press “enter” for all the question on the screen) 

14. cd ~ 



 

 

15. # rar e CLE266CN400CN-CX700CN800XORG40072-kernel-src_20071213d.rar 

16. # tar -xvf CLE266CN400CN-CX700CN800XORG40072-kernel-src_20071213d.tgz  

17. # cd CLE266CN400CN-CX700CN800XORG40072-kernel-src_20071213d /src  

18. # ./makedriver drm  

19. Please key-in “72” when a message “Which version driver you want to release (x86) ?” pop-up. 

20. Then select “1” (VIA C3-2) 

21. #cd ~ 

22. #wget http://ftp.debian.org/debian/pool/main/m/mesa/mesa_6.5.1.orig.tar.gz 

23. #wget http://ftp.debian.org/debian/pool/main/m/mesa/mesa_6.5.1-0.6.diff.gz 

24. # tar zxvf mesa_6.5.1.orig.tar.gz  

25. # gunzip mesa_6.5.1-0.6.diff.gz  

26. # cd Mesa-6.5.1  

27. # cat ../mesa_6.5.1-0.6.diff | patch -p1  

28. # make linux-dri  

29. # cp -a ../CLE266CN400CN-CX700CN800XORG40072-kernel-src_20071213d /src/3D/DRI-Src/unichrome 

src/mesa/drivers/dri/via  

30. # cd src/mesa/drivers/dri/via  

31. # make  

32. # cp -a unichrome _dri.so /CLE266CN400CN-CX700CN800XORG40072/XServer/via_dri.so 

33. #cd /CLE266CN400CN-CX700CN800XORG40072 

34. #vim vinstall 

35. Modify line276 of vinstall from “2.6.18-4-486” to “2.6.18-4-686” 

36. #./vinstall 

37. Please select 1 (VIA C3-2), then select 2(V4L) 

38. #reboot 

39. Login system and open root Terminal again 

40. #wget http://downloads.sourceforge.net/vemp/VeMP1.6_20080124.tgz?modtime=1201534152&big_mirror=0 

41. #tar –xzf VeMP1.6.tar.gz 

42. #cd VeMP1.6 

43. #./configure 

44. #make 

45. #make install 

46. Done!! 


