
 

 

 FAQ / Application Note 

Subject : How to control the direction (position) of the display through OSD 

FAQ Document No: G10001 Date: 2010/01/12 

Model Name. EPM-1525 Rev. A1 

Category: ■■■■General □□□□H/W □□□□S/W □□□□Others,    寫小分類寫小分類寫小分類寫小分類    

Purpose : If updated the Firmware of the EPM-1525, then you can not got the display of normal, you may through 

the OSD to adjust it 

For example as below 
If you update the Firmware then got the display of abnormal as below 

 
 



 

 

The first method, You may try to adjust the display through the OSD Menu 
1) press “KS-AUTO1” 

 
2) it will auto tune the display and appear the dialog as below 

 



 

 

If it still can not get right position,  
the second method, please try to manually adjust it,  1) press “KS-MENU1” 

 
2) it will appear the dialog 

 



 

 

3) press “KS-RIGHT1” 2 times 

 
3) then select “Position” as below 

 



 

 

4) press “KS-Menu1” into Position 

 
5) shown the dialog as below 

 



 

 

5) press KS-MENU1” select “H. Position” 

 
6) the dialog will appear the value as below 

 



 

 

7) press “KS-LEFT1” 

 
8) then you can move the display to left 

 
9) press “KS-AUTO1” exit or up the MENU 

PS. KS-LEFT1 : up or left, and KS-RIGHT1 : down or right 

 


