
 

 

 FAQ / Application Note 

Subject : How to flash BIOS with UEFI mode  

FAQ Document No: S16004 Date: 2016/2/15 

Model Name. EBM-SKLU Rev. A1 

Category: □General □H/W ■S/W □Others,    寫小分類    

Purpose:  

SkyLake and further products will set UEFI as BIOS default, and the BIOS will not include EFI shell. As the 

result, this document will guide the customer how to add the EFI shell and flash the BIOS with UEFI mode. 

1. Download the BIOS file from Avalue official website, and extract the BIOS file to your Windows desktop. 

 

2. Ensure the BIOS file should contain the files as follow: 

EFI folder 【1.Bootx64.efi 2. Shellx64.efi 3.Shell.efi】 

BIOS batch file 【1. afuefix64.efi; 2. Update.nsh, 3. XXXXX.BIN (BSKLUR.BIN, for example)】 

A guideline for flashing BIOS under UEFI mode 【S16004 How to flash BIOS with UEFI mode.pdf】 

     

 



 

 

3. Please format your USB Pen driver as FAT32 type.   

 

4. Copy all the files of the BIOS into your USB pen driver. 

   

5. Plug the USB pen driver to the board with which you want to flash, and remove all the other bootable devices 

such as HDD or DVD.  Turn on the board, and the board will boot up with EFI shell.  

 

 



 

 

6. Please type in “fs0:” for entering your USB pen driver which has now plugged into the board.  

      

7. For executing the autoexec file, please key in update to flash the BIOS automatcally, and it takse a few 

seconds for the BIOS to complete the BIOS update procedure. 

 

9. Please turn off the power, and then power on again to check if the new BIOS has been flashed successfully.  

       


