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TEST EQUIPMENT 
1. Programmable Temperature & Humidity Chamber 
  Model：KSON THS-C4H+-100 
  S/N：2267 
  Date of calibration：2000-10-11 
 
PowerOn/Off Test 
Following diagram is ECM-3412 power on/off test result, and the environment test configuration is as 
below： 
Step Temperature Humidity Time Status Remark 

1 25℃ 50% 0：00 Pass 
2 25℃ 50% 1：00 Pass 
3 25℃ 90% 1：00 Pass 
4 25℃ 90% 0：30 Pass 
5 70℃ 90% 4：30 Pass 
6 70℃ 90% 2：30 Pass 
7 0℃ 0% 6：30 Pass 
8 -10℃ 0% 1：00 Pass 
9 -10℃ 0% 2：00 Pass 
10 0℃ 0% 1：00 Pass 
11 25℃ 50% 2：00 Pass 
12 25℃ 50% 2：00 Pass 

Total 24 hrs 

 
Remark： 
 
1. Red line→Temperature ；Blue Line→Humidity 
2. Temperature: -10°C ~70°C；Humidity: 0%~90% 
3. Power On/Off setting：Power on 45 seconds, then power off 5 seconds. 
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Following we use Qaplus/FE 5.64 as test program , and the environment test configuration is as 
below： 
Step Temperature Humidity Time Status Remark 

1 25℃ 50% 0：00 Pass  
2 25℃ 50% 1：00 Pass 
3 70℃ 30% 1：30 Pass 
4 70℃ 30% 3：00 Pass 
5 25℃ 50% 1：30 Pass 
6 25℃ 50% 0：30 Pass 
7 25℃ 95% 3：30 Pass 
8 25℃ 95% 1：00 Pass 
9 70℃ 95% 5：00 Pass 
10 70℃ 95% 3：00 Pass 
11 25℃ 95% 5：00 Pass 
12 25℃ 95% 3：00 Pass 
13 25℃ 50% 3：30 Pass 
14 25℃ 50% 0：30 Pass 
15 0℃ 0% 2：30 Pass 
16 0℃ 0% 3：00 Pass 
17 -10℃ 0% 2：00 Pass 
18 -10℃ 0% 3：00 Pass 
19 0℃ 0% 2：00 Pass 
20 0℃ 0% 0：30 Pass 
21 25℃ 50% 2：30 Pass 
22 25℃ 50% 0：30 Pass 

Total 48 hrs 

 
Remark： 
 
1. Red line→Temperature ；Blue Line→Humidity 
2. Temperature: -10°C ~70°C；Humidity: 0%~95% 
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